NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35F00270001
HARDEMAN COUNTY
00000

FAYETTE CORNER RD.
LITTLE CREEK

1 MI NW OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00840
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.41
SUFFICIENCY RATING: 90.3

IDENTIFICATION
N 35.34414 DEGREES
W 89.17886 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2017
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 103.0 FT
(49) TOTAL BRIDGE LENGTH: 103.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 29.9 FT
(52) BRIDGE OUT TO OUT WIDTH: 325 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 325 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD:  NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 29.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o 0w o o

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  NOT APPLICABLE

w o Z o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of 8409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35582520001
HARDEMAN COUNTY
00000

VAN BUREN RD.
DRY CREEK

1 MI N OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00863
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.87
SUFFICIENCY RATING: 95.8

IDENTIFICATION
N 35.06353 DEGREES
W  89.08867 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1968
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 299 FT
(49) TOTAL BRIDGE LENGTH: 919 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 322 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N~N~NO

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35582520003
HARDEMAN COUNTY
00000

VAN BUREN RD.
SPRING CREEK

3.7 MI N OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00863
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.69
SUFFICIENCY RATING: 95.8

IDENTIFICATION
N 35.10169 DEGREES
W  89.08261 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 48.9 FT
(49) TOTAL BRIDGE LENGTH: 149.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 322 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N~N~NO

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:

BRIDGE OWNER:

FIPS CODE:

ROAD NAME: VAN BUREN RD.
CROSSING: CASH CREEK

LOCATION: 4.7 MI N OF SR57

35582520007
HARDEMAN COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00863
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.70
SUFFICIENCY RATING: 96.8

IDENTIFICATION
N 35.11544 DEGREES
W  89.08589 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1962
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 53.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35582520009
HARDEMAN COUNTY
00000

VAN BUREN RD.
MARSHALL CREEK
3.5 MI S OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00863
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 8.49
SUFFICIENCY RATING: 79.9

IDENTIFICATION
N 35.16175 DEGREES
W  89.06650 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: 1999
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 246 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z N o NN

HS-20-44

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: 38.1 FT
(94) BRIDGE IMPROVEMENT COST: $183,000.00
(95) ROADWAY IMPROVEMENT COST: $19,000.00
(96) TOTAL PROJECT COST: $275,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35582520011
HARDEMAN COUNTY
00000

VAN BUREN RD.
HAMER CREEK

1.5 MI S OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00863
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 11.13
SUFFICIENCY RATING: 99.8

IDENTIFICATION
N 35.19698 DEGREES
W  89.05803 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NONE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2009
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 16.1 FT
(49) TOTAL BRIDGE LENGTH: 594 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 295 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
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HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE
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(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35582320001
HARDEMAN COUNTY
00000

SAIN RD.

SPRING CREEK

1 MI S OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00865
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 13.07
SUFFICIENCY RATING: 55.3

IDENTIFICATION
N 3521342 DEGREES
W  89.00022 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 13
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1964
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 51.8 FT
(49) TOTAL BRIDGE LENGTH: 659.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT
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(76) LENGTH OF BRIDGE IMPROVEMENT: 675.9 FT
(94) BRIDGE IMPROVEMENT COST: $4,358,000.00
(95) ROADWAY IMPROVEMENT COST: $436,000.00
(96) TOTAL PROJECT COST: $6,538,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35582320003
HARDEMAN COUNTY
00000

SAIN RD.

BRANCH

0.7 MI S OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00865
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.25
SUFFICIENCY RATING: 71.7

IDENTIFICATION
N 35.23003 DEGREES
W 88.99978 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL
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(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $156,000.00
(95) ROADWAY IMPROVEMENT COST: $16,000.00
(96) TOTAL PROJECT COST: $235,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35580540005

HARDEMAN COUNTY

00000
WHITEVILLE-NEWCASTLE RD.
GREGG CREEK

1.5 MI E OF FAYETTE CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00866
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.33
SUFFICIENCY RATING: 88.8

IDENTIFICATION
N 35.24361 DEGREES
W 89.16769 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1998
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 80.1 FT
(49) TOTAL BRIDGE LENGTH: 80.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 256 FT
(52) BRIDGE OUT TO OUT WIDTH: 279 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 256 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 256 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN O N

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o0 2~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35580540001
HARDEMAN COUNTY
00000

SOMERVILLE RD.
MCKINNIE CREEK

3 MI E OF FAYETTE CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00866
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 10.98
SUFFICIENCY RATING: 70.0

IDENTIFICATION
N 35.19297 DEGREES
W  89.14542 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21 FT
(52) BRIDGE OUT TO OUT WIDTH: 22 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z N o o o

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 3
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $145,000.00
(95) ROADWAY IMPROVEMENT COST: $15,000.00
(96) TOTAL PROJECT COST: $218,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35581170001
HARDEMAN COUNTY
00000

VILDO RD.

SHORT CREEK

2.6 MI NW OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00867
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.63
SUFFICIENCY RATING: 72.1

IDENTIFICATION
N 35.30678 DEGREES
W  89.05742 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1954
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 95.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o oo

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 95.1 FT
(94) BRIDGE IMPROVEMENT COST: $166,000.00
(95) ROADWAY IMPROVEMENT COST: $17,000.00
(96) TOTAL PROJECT COST: $250,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35580810013
HARDEMAN COUNTY
00000

POWELL CHAPEL RD.
LITTLE HATCHIE CREEK
1 MI S OF SR15

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00869
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.91
SUFFICIENCY RATING: 67.1

IDENTIFICATION
N 35.17733 DEGREES
W 88.80725 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 9
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1951
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 60.0 FT
(49) TOTAL BRIDGE LENGTH: 3189 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 220 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 13 TONS
WEIGHT POSTING (3 OR MORE AXLES): 23 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o oo

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 318.9 FT
(94) BRIDGE IMPROVEMENT COST: $322,000.00
(95) ROADWAY IMPROVEMENT COST: $33,000.00
(96) TOTAL PROJECT COST: $484,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35580810011
HARDEMAN COUNTY
00000

POWELL CHAPEL RD.
SKIPPER CREEK

2 MI' W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00869
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.96
SUFFICIENCY RATING: 77.6

IDENTIFICATION
N 35.13825 DEGREES
W 88.81019 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1951
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 279 FT
(49) TOTAL BRIDGE LENGTH: 84.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 220 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: TEMPORARY BRIDGE IN-PLACE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN, TEMP SHORING

APPRAISAL

Z o oo N O

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 84 FT
(94) BRIDGE IMPROVEMENT COST: $100,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $151,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35580810009
HARDEMAN COUNTY
00000

POWELL CHAPEL RD.
BIG HATCHIE RIVER
2 MI W OF MCNAIRY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00869
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.92
SUFFICIENCY RATING: 47.4

IDENTIFICATION
N 35.12683 DEGREES
W 88.81300 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 9
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1954
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 80.1 FT
(49) TOTAL BRIDGE LENGTH: 372.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o oo o

H-10-44

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 4009 FT
(94) BRIDGE IMPROVEMENT COST: $2,529,000.00
(95) ROADWAY IMPROVEMENT COST: $253,000.00
(96) TOTAL PROJECT COST: $3,794,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35580810005

HARDEMAN COUNTY
00000

POWELL CHAPEL RD.
OVERFLOW

2.5 MI W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00869
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 8.27
SUFFICIENCY RATING: 90.1

IDENTIFICATION
N 35.12292 DEGREES
W 88.81681 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 10
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1995
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 61.0 FT
(49) TOTAL BRIDGE LENGTH: 601.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

oo 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35580810003

HARDEMAN COUNTY
00000

POWELL CHAPEL RD.
OVERFLOW

2.5 MI W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00869
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 8.69
SUFFICIENCY RATING: 68.2

IDENTIFICATION
N 35.11719 DEGREES
W 88.81853 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1951
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 279 FT
(49) TOTAL BRIDGE LENGTH: 140.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 87 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 220 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o oo

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 140.1 FT
(94) BRIDGE IMPROVEMENT COST: $201,000.00
(95) ROADWAY IMPROVEMENT COST: $21,000.00
(96) TOTAL PROJECT COST: $302,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35580810001
HARDEMAN COUNTY
00000

POWELL CHAPEL RD.
BRANCH

2.5 MI NE OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 00869
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 12.21
SUFFICIENCY RATING: 96.6

IDENTIFICATION
N 35.08336 DEGREES
W 88.85775 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1962
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016090001

HARDEMAN COUNTY

00000

PARK SWAIN RD.

INDIAN CREEK

1 MI N OF BENTON CO. MISS

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01609
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.21
SUFFICIENCY RATING: 95.4

IDENTIFICATION
N 35.00800 DEGREES
W  89.18145 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2009
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 43.3 FT
(49) TOTAL BRIDGE LENGTH: 128.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 299 FT
(52) BRIDGE OUT TO OUT WIDTH: 322 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 35 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN o~

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/22/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016110001

HARDEMAN COUNTY

00000

MISSISSIPPI RD.

BRANCH

SAULSBURY MISSI STATE LI

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01611
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.04
SUFFICIENCY RATING: 65.7

IDENTIFICATION
N 35.04161 DEGREES
W  89.08569 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 40.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 23.6 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 233 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

a~NZ222

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 b~ O

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016110003
HARDEMAN COUNTY
00000

MISSISSIPPI RD.
OVERFLOW

2 Ml S OF SAULSBURY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01611
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.62
SUFFICIENCY RATING: 79.3

IDENTIFICATION
N 35.01808 DEGREES
W  89.08269 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2001
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.4 FT
(49) TOTAL BRIDGE LENGTH: 57.7 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z NN O N

HS-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 5
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.7 FT
(94) BRIDGE IMPROVEMENT COST: $262,000.00
(95) ROADWAY IMPROVEMENT COST: $27,000.00
(96) TOTAL PROJECT COST: $394,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016130001

HARDEMAN COUNTY
00000

POCAHONTAS RD.
HARDCASTLE CREEK

1.5 MI W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01613
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.20
SUFFICIENCY RATING: 78.4

IDENTIFICATION
N 35.04550 DEGREES
W 88.80478 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1963
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o oo

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $110,000.00
(95) ROADWAY IMPROVEMENT COST: $12,000.00
(96) TOTAL PROJECT COST: $166,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/30/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016150001
HARDEMAN COUNTY
00000

PEA VINE RD.

MUDDY CREEK

3 MI W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01615
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.85
SUFFICIENCY RATING: 60.1

IDENTIFICATION
N 35.07306 DEGREES
W 88.81903 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 60.0 FT
(49) TOTAL BRIDGE LENGTH: 109.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 213 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o g o

H-15-44

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 109.9 FT
(94) BRIDGE IMPROVEMENT COST: $248,000.00
(95) ROADWAY IMPROVEMENT COST: $25,000.00
(96) TOTAL PROJECT COST: $373,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/25/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: PEA VINE RD.
CROSSING: CYPRESS CREEK
LOCATION: 4 MI W OF MCNAIRY CO.

35016150003
HARDEMAN COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01615
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.19
SUFFICIENCY RATING: 86.1

IDENTIFICATION
N 35.08303 DEGREES
W 88.86417 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1996
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 44.0 FT
(49) TOTAL BRIDGE LENGTH: 130.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o NN

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: PEA VINE RD.
CROSSING: OVERFLOW
LOCATION: 4 MI W OF MCNAIRY CO.

35016150005
HARDEMAN COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01615
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.30
SUFFICIENCY RATING: 90.6

IDENTIFICATION
N 35.08464 DEGREES
W 88.83739 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1994
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 48.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 315 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016150013
HARDEMAN COUNTY
00000

PEA VINE RD.
PORTERS CREEK

8 MI N OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01615
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 9.51
SUFFICIENCY RATING: 90.0

IDENTIFICATION
N 35.15690 DEGREES
W 88.88298 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2007
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 374 FT
(49) TOTAL BRIDGE LENGTH: 1115 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.5 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016150015
HARDEMAN COUNTY
00000

PEA VINE RD.

CUB CREEK

0.5 MI E OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01615
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 11.73
SUFFICIENCY RATING: 69.8

IDENTIFICATION
N 35.17442 DEGREES
W 88.91378 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 17.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o N o o

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 3
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $149,000.00
(95) ROADWAY IMPROVEMENT COST: $15,000.00
(96) TOTAL PROJECT COST: $224,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016190003
HARDEMAN COUNTY
00000

NAYLOR RD.

MILL CREEK

1 MI S OF TOONE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01619
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.42
SUFFICIENCY RATING: 99.7

IDENTIFICATION
N 35.33512 DEGREES
W  88.95047 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NONE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2005
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 20.3 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: RURAL MINOR COLLECTOR
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 2 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016190001
HARDEMAN COUNTY
00000

NAYLOR RD.

MILL CREEK

1 MI S OF TOONE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01619
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.44
SUFFICIENCY RATING: 90.6

IDENTIFICATION
N 35.33531 DEGREES
W  88.95047 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2005
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 449 FT
(49) TOTAL BRIDGE LENGTH: 89.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.5 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N oo

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016210001
HARDEMAN COUNTY
00000

CLOVERPORT RD.
MILL CREEK

2.5 MI SW OF TOONE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01621
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.20
SUFFICIENCY RATING: 83.4

IDENTIFICATION
N 35.32564 DEGREES
W 88.98047 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1971
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

Z o N o o

H-15-44

APPRAISAL

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016230001

HARDEMAN COUNTY
00000

PINEY GROVE RD.

PINEY CREEK

2.5 MI'W OF CHESTER CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01623
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.15
SUFFICIENCY RATING: 97.0

IDENTIFICATION
N 35.33078 DEGREES
W 88.82794 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1997
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 89.9 FT
(49) TOTAL BRIDGE LENGTH: 89.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 24 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o o N

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016250007
HARDEMAN COUNTY
00000

VILDO RD.

OVERFLOW

10 M E OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01625
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.26
SUFFICIENCY RATING: 96.6

IDENTIFICATION
N 35.33625 DEGREES
W  89.06553 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1977
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 22.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o oo 22 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016250001
HARDEMAN COUNTY
00000

VILDO RD.

CLEAR CREEK

3.5 MI E OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01625
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.28
SUFFICIENCY RATING: 66.0

IDENTIFICATION
N 35.33636 DEGREES
W  89.11561 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 12
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 228.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z o o g o

H-15-44

o o 2 g’

(76) LENGTH OF BRIDGE IMPROVEMENT: 228 FT
(94) BRIDGE IMPROVEMENT COST: $910,000.00
(95) ROADWAY IMPROVEMENT COST: $92,000.00
(96) TOTAL PROJECT COST: $1,366,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016250003
HARDEMAN COUNTY
00000

VILDO RD.

GAMBLE CREEK

5 MI NE OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01625
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.51
SUFFICIENCY RATING: 76.4

IDENTIFICATION
N 35.37689 DEGREES
W  89.09122 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 58.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 23.6 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o N~

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 5
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 58.1 FT
(94) BRIDGE IMPROVEMENT COST: $104,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $157,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/117/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016250005

HARDEMAN COUNTY
00000

VILDO RD.

HICKORY CREEK

2.5 MI S OF HAYWOOD CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01625
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.42
SUFFICIENCY RATING: 71.0

IDENTIFICATION
N 3540114 DEGREES
W  89.10414 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1949
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 95.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o g u

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 5
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

(76) LENGTH OF BRIDGE IMPROVEMENT: 95.1 FT
(94) BRIDGE IMPROVEMENT COST: $409,000.00
(95) ROADWAY IMPROVEMENT COST: $41,000.00
(96) TOTAL PROJECT COST: $614,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016260001
HARDEMAN COUNTY
00000

PINE TOP RD.
GRAYS CREEK

1.3 MI E OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01626
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.31
SUFFICIENCY RATING: 72.3

IDENTIFICATION
N 35.33044 DEGREES
W 88.90558 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 58.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o oo

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 58.1 FT
(94) BRIDGE IMPROVEMENT COST: $130,000.00
(95) ROADWAY IMPROVEMENT COST: $14,000.00
(96) TOTAL PROJECT COST: $196,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016260003
HARDEMAN COUNTY
00000

PINE TOP RD.

PINEY CREEK

0.3 MI E OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01626
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.90
SUFFICIENCY RATING: 90.7

IDENTIFICATION
N 35.30353 DEGREES
W 88.86250 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 459 FT
(49) TOTAL BRIDGE LENGTH: 137.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016280001
HARDEMAN COUNTY
00000

TEAGUE RD.
BRANCH

0.9 MI' W OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01628
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.86
SUFFICIENCY RATING: 90.7

IDENTIFICATION
N 35.41464 DEGREES
W 88.89778 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 259 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016280003
HARDEMAN COUNTY
00000

TEAGUE RD.
CLOVER CREEK

2 MI'W OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01628
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.04
SUFFICIENCY RATING: 87.6

IDENTIFICATION
N 35.41278 DEGREES
W 88.91664 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2008
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 62.7 FT
(49) TOTAL BRIDGE LENGTH: 188.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 289 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016280005
HARDEMAN COUNTY
00000

TEAGUE RD.
BRANCH

2.2 MI'W OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01628
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.14
SUFFICIENCY RATING: 95.1

IDENTIFICATION
N 3541381 DEGREES
W 88.91792 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2000
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 65.0 FT
(49) TOTAL BRIDGE LENGTH: 65.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 28.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 243 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35016280009
HARDEMAN COUNTY
00000

DRY CREEK RD.

DRY CREEK

2.5 MI E OF SR138

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 01628
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.28
SUFFICIENCY RATING: 83.9

IDENTIFICATION
N 35.40872 DEGREES
W 88.98233 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 66.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

Z o N o N

H-15-44

APPRAISAL

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150031
HARDEMAN COUNTY
00000

OLD HWY. 64
BRANCH

NEAR BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 02320
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.53
SUFFICIENCY RATING: 56.9

IDENTIFICATION
N 35.28347 DEGREES
W  89.08914 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 40.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 39.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

No Z2 2 Z

H-15-44

0w o ZZ2Z bn

(76) LENGTH OF BRIDGE IMPROVEMENT: 23 FT
(94) BRIDGE IMPROVEMENT COST: $136,000.00
(95) ROADWAY IMPROVEMENT COST: $14,000.00
(96) TOTAL PROJECT COST: $205,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0950001
HARDEMAN COUNTY
00000

EBENEZER RD.
GRAYS CREEK

1 MI S OF SR138

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 02709
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.49
SUFFICIENCY RATING: 78.3

IDENTIFICATION
N 35.32147 DEGREES
W 88.91722 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1962
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o N o o

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 5
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $110,000.00
(95) ROADWAY IMPROVEMENT COST: $12,000.00
(96) TOTAL PROJECT COST: $166,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/117/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1080001
HARDEMAN COUNTY
00000

WALNUT GROVE RD.
PINEY CREEK

1 MI S OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 02709
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.88
SUFFICIENCY RATING: 92.6

IDENTIFICATION
N 35.27381 DEGREES
W 88.91361 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1999
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 60.0 FT
(49) TOTAL BRIDGE LENGTH: 109.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 28.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o N N

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1080003
HARDEMAN COUNTY
00000

WALNUT GROVE RD.
OVERFLOW

1 MI S OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 02709
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.93
SUFFICIENCY RATING: 95.0

IDENTIFICATION
N 3527311 DEGREES
W 88.91319 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2002
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 525 FT
(49) TOTAL BRIDGE LENGTH: 156.5 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N N o™

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2240003
HARDEMAN COUNTY
00000

BISHOP RD.

PORTERS CREEK

2 MI'W OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 02711
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.62
SUFFICIENCY RATING: 82.3

IDENTIFICATION
N 35.06769 DEGREES
W  88.92158 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: OTHER
C) TYPE PROTECTION: OTHER
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 55.1 FT
(49) TOTAL BRIDGE LENGTH: 145.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z o N o N
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(76) LENGTH OF BRIDGE IMPROVEMENT: 145 FT
(94) BRIDGE IMPROVEMENT COST: $653,000.00
(95) ROADWAY IMPROVEMENT COST: $66,000.00
(96) TOTAL PROJECT COST: $980,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/29/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2240005
HARDEMAN COUNTY
00000

ROOSEVELT RD.
BRANCH

0.3 MI W OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 02711
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.24
SUFFICIENCY RATING: 72.4

IDENTIFICATION
N 35.06055 DEGREES
W 88.89840 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1968
(106) YEAR THE BRIDGE WAS REHABILITATED: 2007
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o~~~

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 5
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 38.1 FT
(94) BRIDGE IMPROVEMENT COST: $93,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $140,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/29/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35581580001
HARDEMAN COUNTY
00000

LAKE HARDEMAN RD.
SPRING CREEK

6 Ml E OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 05560
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.62
SUFFICIENCY RATING: 68.5

IDENTIFICATION
N 35.13486 DEGREES
W  89.03781 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 7
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1958
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 43.0 FT
(49) TOTAL BRIDGE LENGTH: 259.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z oo o o
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(76) LENGTH OF BRIDGE IMPROVEMENT: 259.8 FT
(94) BRIDGE IMPROVEMENT COST: $259,000.00
(95) ROADWAY IMPROVEMENT COST: $26,000.00
(96) TOTAL PROJECT COST: $389,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35581580003
HARDEMAN COUNTY
00000

LAKE HARDEMAN RD.
OVERFLOW

6 Ml E OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 05560
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.68
SUFFICIENCY RATING: 90.5

IDENTIFICATION
N 35.13489 DEGREES
W  89.03661 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2003
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 40.4 FT
(49) TOTAL BRIDGE LENGTH: 199.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 289 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35581580005
HARDEMAN COUNTY
00000

LAKE HARDEMAN RD.
COVINGTON BRANCH
6 Ml E OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 05560
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.10
SUFFICIENCY RATING: 96.7

IDENTIFICATION
N 35.13464 DEGREES
W  89.02889 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o oo 22 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35581580007
HARDEMAN COUNTY
00000

LAKE HARDEMAN RD.
CUB CREEK

2.5 MI'W OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 05560
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 10.89
SUFFICIENCY RATING: 73.3

IDENTIFICATION
N 35.13950 DEGREES
W  88.95547 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1958
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 95.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z NN o o

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 8
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 95.1 FT
(94) BRIDGE IMPROVEMENT COST: $166,000.00
(95) ROADWAY IMPROVEMENT COST: $17,000.00
(96) TOTAL PROJECT COST: $250,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/23/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35581580009
HARDEMAN COUNTY
00000

LAKE HARDEMAN RD.
OVERFLOW

2.5 MI'W OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 05560
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 10.96
SUFFICIENCY RATING: 73.3

IDENTIFICATION
N 35.13969 DEGREES
W  88.95408 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z NN o o

H-15-44

0 o0 2~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $110,000.00
(95) ROADWAY IMPROVEMENT COST: $12,000.00
(96) TOTAL PROJECT COST: $166,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/23/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A4620003
HARDEMAN COUNTY
00000

NUCKOLLS RD.
OVERFLOW

1 MI N OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 05682
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.60
SUFFICIENCY RATING: 58.2

IDENTIFICATION
N 35.11094 DEGREES
W  89.00203 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: 2007
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 58.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 22 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o N o N
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(76) LENGTH OF BRIDGE IMPROVEMENT: 58.1 FT
(94) BRIDGE IMPROVEMENT COST: $192,000.00
(95) ROADWAY IMPROVEMENT COST: $20,000.00
(96) TOTAL PROJECT COST: $289,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A4620001
HARDEMAN COUNTY
00000

NUCKOLLS RD.
PLEASENT RUN CREEK
1 MI N OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 05682
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.75
SUFFICIENCY RATING: 58.2

IDENTIFICATION
N 35.27556 DEGREES
W 89.00094 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)
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(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $149,000.00
(95) ROADWAY IMPROVEMENT COST: $15,000.00
(96) TOTAL PROJECT COST: $224,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/25/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0050001

HARDEMAN COUNTY
00000

RICHLAND RD.

RICHLAND CREEK

0.5 MI S OF HAYWOOD CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A005
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.25
SUFFICIENCY RATING: 77.5

IDENTIFICATION
N 35.42942 DEGREES
W  89.16322 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 49.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 315 FT
(52) BRIDGE OUT TO OUT WIDTH: 325 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 312 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: u

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION
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(76) LENGTH OF BRIDGE IMPROVEMENT: 49.9 FT
(94) BRIDGE IMPROVEMENT COST: $239,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $359,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0070001
HARDEMAN COUNTY
00000

BIG SPRINGS RD.
CYPRESS CREEK

2 MI' W OF CHESTER CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A007
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.20
SUFFICIENCY RATING: 83.5

IDENTIFICATION
N 35.39642 DEGREES
W 88.87842 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1974
(106) YEAR THE BRIDGE WAS REHABILITATED: 2001
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/30/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0250001
HARDEMAN COUNTY
00000

UNION SPRINGS RD.
BRANCH

1 MI S OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A025
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.97
SUFFICIENCY RATING: 60.6

IDENTIFICATION
N 35.30633 DEGREES
W  89.14753 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 276 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 276 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)
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(76) LENGTH OF BRIDGE IMPROVEMENT: 28.9 FT
(94) BRIDGE IMPROVEMENT COST: $74,000.00
(95) ROADWAY IMPROVEMENT COST: $8,000.00
(96) TOTAL PROJECT COST: $112,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/117/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0250003
HARDEMAN COUNTY
00000

MURPHY LN.

CLEAR CREEK

2 MI'S OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A025
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.04
SUFFICIENCY RATING: 80.8

IDENTIFICATION
N 3529161 DEGREES
W  89.14956 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
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H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0010
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o 0 2 M

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0420001
HARDEMAN COUNTY
00000

RUSSELL RD.
POTTERS CREEK

2 MI'W OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A042
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.04
SUFFICIENCY RATING: 71.3

IDENTIFICATION
N 35.25514 DEGREES
W  89.03842 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: 2001
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N o o N

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 38.1 FT
(94) BRIDGE IMPROVEMENT COST: $93,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $140,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0440001
HARDEMAN COUNTY
00000

MOORE RD.

PLEASANT RUN CREEK
1 MI NW OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A044
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.72
SUFFICIENCY RATING: 95.9

IDENTIFICATION
N 35.20942 DEGREES
W  89.08906 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: OTHER
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0440003
HARDEMAN COUNTY
00000

MOORE RD.
BRANCH

3 MI N OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A044
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.08
SUFFICIENCY RATING: 93.9

IDENTIFICATION
N 35.23950 DEGREES
W  89.07369 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: OTHER
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 49.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o I ¢ BN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0450001
HARDEMAN COUNTY
00000

THOMPSON BOTTOM RD.
OAK DAIN CREEK

1.5 MI SOUTH OF US 64

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A045
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.21
SUFFICIENCY RATING: 76.5

IDENTIFICATION
N 35.27494 DEGREES
W  89.11461 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o g u

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

o o 2 g’

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0530001

HARDEMAN COUNTY
00000

HATCHIE STATION RD.
DRY BRANCH

1.5 MI S OF MADISON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A053
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.58
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.41639 DEGREES
W  89.04378 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 40.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/22/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0590001

HARDEMAN COUNTY
00000

TOBE RD.

BEAN CREEK

1.5 MI S OF MADISON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A059
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.15
SUFFICIENCY RATING: 95.0

IDENTIFICATION
N 35.41067 DEGREES
W 88.98411 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 18.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 20.3 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(o IEEN P~ NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0600001
HARDEMAN COUNTY
00000

TEAGUE RD.

BRANCH

3 Ml S OF MADISON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A060
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.64
SUFFICIENCY RATING: 62.8

IDENTIFICATION
N 35.39919 DEGREES
W 88.96694 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 58.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: u

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o N~

H-15-44

o o 2 b~ O

(76) LENGTH OF BRIDGE IMPROVEMENT: 58.1 FT

(94) BRIDGE IMPROVEMENT COST: $130,000.00

(95) ROADWAY IMPROVEMENT COST: $14,000.00

(96) TOTAL PROJECT COST: $196,000.00

(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 8/25/2016

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): 06/2016
(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0600003
HARDEMAN COUNTY
00000

TEAGUE RD.
OVERFLOW

3 Ml S OF MADISON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A060
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.75
SUFFICIENCY RATING: 72.3

IDENTIFICATION
N 35.39783 DEGREES
W 88.96811 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 771 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: u

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o oo

H-15-44

o o2 b~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: 771 FT
(94) BRIDGE IMPROVEMENT COST: $163,000.00
(95) ROADWAY IMPROVEMENT COST: $17,000.00
(96) TOTAL PROJECT COST: $245,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 8/25/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0600005
HARDEMAN COUNTY
00000

TEAGUE RD.

CLOVER CREEK

3 Ml S OF MADISON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A060
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.81
SUFFICIENCY RATING: 72.3

IDENTIFICATION
N 35.39725 DEGREES
W 88.96850 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 20.0 FT
(49) TOTAL BRIDGE LENGTH: 62.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o oo
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(76) LENGTH OF BRIDGE IMPROVEMENT: 62 FT
(94) BRIDGE IMPROVEMENT COST: $137,000.00
(95) ROADWAY IMPROVEMENT COST: $14,000.00
(96) TOTAL PROJECT COST: $206,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/31/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0630001
HARDEMAN COUNTY
00000

HILL HOUSE RD.
BRANCH

3 MI NW OF TOONE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A063
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.46
SUFFICIENCY RATING: 61.5

IDENTIFICATION
N 35.38283 DEGREES
W  88.98992 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1971
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z o b o N

H-15-44

0o o 2 g bn

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $231,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $347,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0660001

HARDEMAN COUNTY

00000

OLD TOONE RD.

PUGH CREEK

3.5 MI NW OF CHICKASAW PK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A066
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.46
SUFFICIENCY RATING: 71.9

IDENTIFICATION
N 35.40458 DEGREES
W  88.92231 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1968
(106) YEAR THE BRIDGE WAS REHABILITATED: 2001
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 384 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o g u

H-10-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

o N2 g,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/30/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0830001
HARDEMAN COUNTY
00000

KING RD.

CLOVER CREEK

1 MI S OF MADISON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A083
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.68
SUFFICIENCY RATING: 61.5

IDENTIFICATION
N 3541717 DEGREES
W 88.85267 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 58.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 246 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z o N o N

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 58.1 FT
(94) BRIDGE IMPROVEMENT COST: $234,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $352,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0830003
HARDEMAN COUNTY
00000

KING RD.

BRANCH

0.5 MI S OF MADISON CO

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A083
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.92
SUFFICIENCY RATING: 83.5

IDENTIFICATION
N 35.42061 DEGREES
W 88.85236 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1999
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.4 FT
(49) TOTAL BRIDGE LENGTH: 57.7 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o o

HS-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: U

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/30/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0910001
HARDEMAN COUNTY
00000

OLD JACKSON RD.
RICHLAND CREEK

1 MI E OF FAYETTE CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A091
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.95
SUFFICIENCY RATING: 83.9

IDENTIFICATION
N 35.39733 DEGREES
W  89.17231 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1969
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 30.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o N~

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0920001

STATE OF TENNESSEE
00000

LAKE LAJOIE RD.
BRANCH (CSTP&FWMA)
IN CHICKSAW ST PK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A092
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.00
SUFFICIENCY RATING: 87.7

IDENTIFICATION
N 3535175 DEGREES
W 88.88603 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: WOOD OR TIMBER
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: WOOD OR TIMBER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1948
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 35.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 19 FT
(52) BRIDGE OUT TO OUT WIDTH: 19.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 184 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o N~

H-10-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o2 b~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1010001
HARDEMAN COUNTY
00000

HARRIS RD.

PINEY CREEK

0.3 MI E OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A101
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.44
SUFFICIENCY RATING: 94.0

IDENTIFICATION
N 35.28878 DEGREES
W 88.88022 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2005
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 59.1 FT
(49) TOTAL BRIDGE LENGTH: 1749 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/31/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1020001
HARDEMAN COUNTY
00000

ISSAC JORDON RD.
GREASY BRANCH

1 MI E OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A102
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.09
SUFFICIENCY RATING: 86.0

IDENTIFICATION
N 35.29750 DEGREES
W 88.85367 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 141 FT
(49) TOTAL BRIDGE LENGTH: 449 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o ~NZ Mo

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1110001
HARDEMAN COUNTY
00000

HORNSBY LOOP
HAYES BRANCH

1 MI S OF US64

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A111
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.03
SUFFICIENCY RATING: 72.4

IDENTIFICATION
N 35.22564 DEGREES
W 88.88364 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: u

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o oo

H-15-44

o o2 b~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: 39 FT
(94) BRIDGE IMPROVEMENT COST: $95,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $143,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: TULL RD.
CROSSING: GREASY CREEK
LOCATION: 4.6 MI N OF HORNSBY

350A1140001
HARDEMAN COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A114
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.56
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.29464 DEGREES
W 88.81981 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 40.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1150001
HARDEMAN COUNTY
00000

HACKNEY RD.
BRANCH

.1 MI E OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A115
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.37
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.29669 DEGREES
W 88.81372 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 210 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 12.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1190001

HARDEMAN COUNTY
00000

SPARKS RD.

FISH BRANCH

0.5 MI W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A119
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.66
SUFFICIENCY RATING: 74.0

IDENTIFICATION
N 35.22619 DEGREES
W 88.78881 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N o o o

H-15-44

0o o 2~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $128,000.00
(95) ROADWAY IMPROVEMENT COST: $13,000.00
(96) TOTAL PROJECT COST: $193,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1210003
HARDEMAN COUNTY
00000

STEWART RD.
BRANCH

1 MI E OF FAYETTE CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A121
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.82
SUFFICIENCY RATING: 99.0

IDENTIFICATION
N 35.25089 DEGREES
W  89.17483 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2001
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 80.1 FT
(49) TOTAL BRIDGE LENGTH: 80.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1240001

HARDEMAN COUNTY
00000

JERNIGAN RD.

BRANCH

1.5 MI W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A124
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.04
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.17639 DEGREES
W 88.80728 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 40.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1260001

HARDEMAN COUNTY
00000

WEBB MILL BRIDGE RD.
LITTLE HATCHIE CREEK
0.3 MI W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A126
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.54
SUFFICIENCY RATING: 93.5

IDENTIFICATION
N 35.18711 DEGREES
W 88.78747 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2008
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 65.9 FT
(49) TOTAL BRIDGE LENGTH: 112.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0110
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1350001
HARDEMAN COUNTY
00000

MCMAHAN RD.
MAGBEE BRANCH

8 MI NE OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A135
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.64
SUFFICIENCY RATING: 83.5

IDENTIFICATION
N 35.15173 DEGREES
W 88.84727 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: 2009
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.4 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION
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HS-15-44

o ~NZ o

(76) LENGTH OF BRIDGE IMPROVEMENT: 39 FT
(94) BRIDGE IMPROVEMENT COST: $167,000.00
(95) ROADWAY IMPROVEMENT COST: $17,000.00
(96) TOTAL PROJECT COST: $251,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1360001
HARDEMAN COUNTY
00000

NEWCASTLE DR.
PLEASANT RUN CREEK
0.5 Ml W OF SR18

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A136
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.10
SUFFICIENCY RATING: 72.4

IDENTIFICATION
N 35.20053 DEGREES
W  89.09519 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT
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(76) LENGTH OF BRIDGE IMPROVEMENT: 57.1 FT
(94) BRIDGE IMPROVEMENT COST: $140,000.00
(95) ROADWAY IMPROVEMENT COST: $15,000.00
(96) TOTAL PROJECT COST: $211,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1460001
HARDEMAN COUNTY
00000

BUSTER RD.
CYPRESS CREEK

2 Ml E OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A146
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.07
SUFFICIENCY RATING: 80.6

IDENTIFICATION
N 35.06742 DEGREES
W 88.85886 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:
A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 30.8 FT
(49) TOTAL BRIDGE LENGTH: 90.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/29/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1490001
HARDEMAN COUNTY
00000

CARLINS RD.

LEE CREEK

1 MI' W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A149
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.14
SUFFICIENCY RATING: 61.9

IDENTIFICATION
N 35.11603 DEGREES
W 88.79569 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1946
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 13.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT
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(76) LENGTH OF BRIDGE IMPROVEMENT: 38.1 FT
(94) BRIDGE IMPROVEMENT COST: $101,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $152,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1500001

HARDEMAN COUNTY

00000

WOODS CEMETARY RD.

MAY CREEK

3 Ml SW OF HICKORY VALLEY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A150
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.70
SUFFICIENCY RATING: 85.0

IDENTIFICATION
N 35.13164 DEGREES
W  89.16433 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1988
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 49.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE
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(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1500003

HARDEMAN COUNTY
00000

WOODS CEMETARY RD.
BRANCH

3 MI N OF CENTER POINT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A150
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.76
SUFFICIENCY RATING: 85.0

IDENTIFICATION
N 35.13256 DEGREES
W  89.16383 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1988
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 226 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 55 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 226 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

a o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g’

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1530001

HARDEMAN COUNTY

00000

AMES RD.

MAY CREEK

3.5 MI SW OF HICKORY VALL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A153
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.28
SUFFICIENCY RATING: 92.0

IDENTIFICATION
N 35.13658 DEGREES
W  89.17144 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: OTHER
C) TYPE PROTECTION: OTHER
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1993
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 48.9 FT
(49) TOTAL BRIDGE LENGTH: 107.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1620001
HARDEMAN COUNTY
00000

TOMLINSON RD.
HARDCASTLE CREEK

3 MI W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A162
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.23
SUFFICIENCY RATING: 88.5

IDENTIFICATION
N 35.02939 DEGREES
W 88.81439 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 44.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 213 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/30/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1670001
HARDEMAN COUNTY
00000

ESSARY SPRINGS RD.
BEARMAN CREEK

1.5 MI N OF ALCORN CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A167
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.57
SUFFICIENCY RATING: 72.5

IDENTIFICATION
N 35.00819 DEGREES
W  88.79494 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: u

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o oo

o o2 b~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: 39 FT
(94) BRIDGE IMPROVEMENT COST: $95,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $143,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/30/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1700001
HARDEMAN COUNTY
00000

NEELY RD.

BRANCH

0.25 MI S OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A170
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.25
SUFFICIENCY RATING: 95.0

IDENTIFICATION
N 35.04108 DEGREES
W 88.86211 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 213 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o 02 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1790003
HARDEMAN COUNTY
00000

PULSE RD.

CYPRESS CREEK

0.75 MI E OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A179
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.31
SUFFICIENCY RATING: 98.0

IDENTIFICATION
N 35.05378 DEGREES
W 88.88350 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NONE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2011
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 394 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0010
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 2 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1790001
HARDEMAN COUNTY
00000

KIRK DR.

BRANCH

0.1 MI E OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A179
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.92
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.06100 DEGREES
W 88.88439 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NONE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2011
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 394 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1830001
HARDEMAN COUNTY
00000

BREEDEN LN.
BRANCH

2.5 MI E OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A183
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.46
SUFFICIENCY RATING: 82.5

IDENTIFICATION
N 35.24375 DEGREES
W 88.95014 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 36.1 FT
(49) TOTAL BRIDGE LENGTH: 36.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o oo o ™

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1910001
HARDEMAN COUNTY
00000

NEWSTEAD DR.
BRANCH
NEWSTEAD DRIVE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A191
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.16
SUFFICIENCY RATING: 35.0

IDENTIFICATION
N 35.23533 DEGREES
W  88.96447 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 285 FT
(49) TOTAL BRIDGE LENGTH: 285 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 249 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 23.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 25 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 243 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN

Z oo h o

WEIGHT POSTING (2 AXLE VEHICLES): 5 TONS
WEIGHT POSTING (3 OR MORE AXLES): 5 TONS
(70) BRIDGE POSTING CODE: 3
(41) WT POSTING STATUS: OPEN, POSTING ORDERED
APPRAISAL

(67) STRUCTURAL EVALUATION: 3
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 7
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: U
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 50.2 FT
(94) BRIDGE IMPROVEMENT COST: $316,000.00
(95) ROADWAY IMPROVEMENT COST: $32,000.00
(96) TOTAL PROJECT COST: $475,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A1920001
HARDEMAN COUNTY
00000

MIDDLETON LOOP
DRY BRANCH

3.6 MI SE OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A192
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.56
SUFFICIENCY RATING: 68.8

IDENTIFICATION
N 35.22364 DEGREES
W  88.96039 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 58.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

a o Z2 2 2

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

o o 2 b~ O

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2140005
HARDEMAN COUNTY
00000

UPTON RD.
STEWART BRANCH
0.5 Ml W OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A214
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.53
SUFFICIENCY RATING: 73.9

IDENTIFICATION
N 35.10283 DEGREES
W 88.91500 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1971
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o oo

H-10-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 38.1 FT
(94) BRIDGE IMPROVEMENT COST: $93,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $140,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/22/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2200001
HARDEMAN COUNTY
00000

NORTON RD.

PORTERS CREEK

2 MI NE OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A220
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.25
SUFFICIENCY RATING: 86.7

IDENTIFICATION
N 35.07639 DEGREES
W 88.91931 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2006
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 722 FT
(49) TOTAL BRIDGE LENGTH: 144.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0110
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/22/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2300001
HARDEMAN COUNTY
00000

KENNEDY RD.
BRANCH

2.5 MI S OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A230
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.58
SUFFICIENCY RATING: 99.0

IDENTIFICATION
N 35.01475 DEGREES
W  88.93553 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2018
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 86.0 FT
(49) TOTAL BRIDGE LENGTH: 86.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 35 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o o~

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 6/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2320001
HARDEMAN COUNTY
00000

GENTRY CHAPEL RD.
BRANCH

2 MI S OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A232
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.60
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.01369 DEGREES
W 88.91122 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2360001
HARDEMAN COUNTY
00000

CUTBIRTH RD.
PORTERS CREEK

1 MI N OF MISS.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A236
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.39
SUFFICIENCY RATING: 88.5

IDENTIFICATION
N 35.00172 DEGREES
W 88.97789 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 76.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 22 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o oo

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2410001

HARDEMAN COUNTY

00000

OLD STATE LINE RD.

EAST FORK SPRING CREEK
2.5 MI S OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A239
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.38
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.03028 DEGREES
W  89.04342 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 65.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2430001
HARDEMAN COUNTY
00000

OLD STATE LINE RD.
SAULSBURY CREEK

1.5 MI S OF SAULSBURY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A243
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.94
SUFFICIENCY RATING: 88.5

IDENTIFICATION
N 35.02958 DEGREES
W 89.07886 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 16.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN O N

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/24/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2480001
HARDEMAN COUNTY
00000

HOLDER RD.

INDIAN CREEK

3 MI N OF BENTON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A248
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.44
SUFFICIENCY RATING: 83.5

IDENTIFICATION
N 35.01939 DEGREES
W  89.15033 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 279 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o oo

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/22/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2510001
HARDEMAN COUNTY
00000

INDIAN CREEK RD.
INDIAN CREEK

2.5 MI N OF BENTON CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A251
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.31
SUFFICIENCY RATING: 73.8

IDENTIFICATION
N 35.01258 DEGREES
W  89.17622 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 171 FT
(49) TOTAL BRIDGE LENGTH: 50.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o oo

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

(76) LENGTH OF BRIDGE IMPROVEMENT: 50.9 FT
(94) BRIDGE IMPROVEMENT COST: $208,000.00
(95) ROADWAY IMPROVEMENT COST: $21,000.00
(96) TOTAL PROJECT COST: $313,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/22/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2520001
HARDEMAN COUNTY
00000

ROCKY SPRINGS RD.
OVERFLOW

2.7 MI N OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A252
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.74
SUFFICIENCY RATING: 72.5

IDENTIFICATION
N 35.07475 DEGREES
W  89.02178 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 57.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o o o

H-10-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

o o2 b~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/23/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2520003

HARDEMAN COUNTY

00000

ROCKY SPRINGS RD.

EAST FORK SPRING CREEK
2.8 MI N OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A252
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.79
SUFFICIENCY RATING: 62.8

IDENTIFICATION
N 35.07469 DEGREES
W  89.02264 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1959
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 479 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o oo

H-10-44

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 70.2 FT

(94) BRIDGE IMPROVEMENT COST: $425,000.00

(95) ROADWAY IMPROVEMENT COST: $43,000.00

(96) TOTAL PROJECT COST: $638,000.00

(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 7124/2018

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 09/2015
(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:

BRIDGE OWNER:

FIPS CODE:

ROAD NAME: SAULSBURY RD.
CROSSING: SPRING CREEK

LOCATION: 4.2 MI N OF SR57

350A2530001
HARDEMAN COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A253
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.22
SUFFICIENCY RATING: 85.7

IDENTIFICATION
N 35.10186 DEGREES
W  89.04692 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 341 FT
(49) TOTAL BRIDGE LENGTH: 102.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/22/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: SAULSBURY RD.
CROSSING: OVERFLOW-SPRING CREEK
LOCATION: 4.3 MI N OF SR57

350A2530003
HARDEMAN COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A253
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.30
SUFFICIENCY RATING: 90.7

IDENTIFICATION
N 35.10278 DEGREES
W  89.04608 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 341 FT
(49) TOTAL BRIDGE LENGTH: 102.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o oo ©o

H-10-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(76) LENGTH OF BRIDGE IMPROVEMENT:

(94) BRIDGE IMPROVEMENT COST:

(95) ROADWAY IMPROVEMENT COST:

(96) TOTAL PROJECT COST:

(97) YEAR OF IMPROVEMENT COST ESTIMATE:

0o o 2 o

N/A

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/22/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 06/2016
(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: CALLAHAN RD.
CROSSING: KELLYHAM BRANCH
LOCATION: 4.5 MI N OF SR57

350A2530005
HARDEMAN COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A253
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.78
SUFFICIENCY RATING: 85.2

IDENTIFICATION
N 35.10136 DEGREES
W  89.00811 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 41.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2~

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: WEST RD.
CROSSING: SPRING CREEK
LOCATION: 4.3 MI N OF SR57

350A2540001
HARDEMAN COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A254
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.16
SUFFICIENCY RATING: 74.2

IDENTIFICATION
N 35.09769 DEGREES
W  89.03625 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 58.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 24 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 7 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o0 ~N O

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 7

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o ~NZ2 MO

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2540003
HARDEMAN COUNTY
00000

WEST RD.
OVERFLOW

5 MI N OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A254
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.19
SUFFICIENCY RATING: 74.2

IDENTIFICATION
N 35.09800 DEGREES
W  89.03622 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 39.0 FT
(49) TOTAL BRIDGE LENGTH: 771 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 13.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o oo N O

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 7

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 b~

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/23/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER: 350A2610001
BRIDGE OWNER: HARDEMAN COUNTY
FIPS CODE: 00000
ROAD NAME: W. FORK RD.
CROSSING: W FORK SPRING CREEK
LOCATION: 3.5 MI N OF SR57

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A261
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.68
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.08158 DEGREES
W  89.11200 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 49.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

a o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

oo 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2670001

HARDEMAN COUNTY

00000

FUTRELL LN.

CASH CREEK

3 Ml SE OF HICKORY VALLEY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A267
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.14
SUFFICIENCY RATING: 99.0

IDENTIFICATION
N 35.12686 DEGREES
W  89.10964 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2003
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 449 FT
(49) TOTAL BRIDGE LENGTH: 449 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N N o o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o 0 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: MIDDLEBURG RD.
CROSSING: BRANCH MC KINNIE CREEK
LOCATION: 4 MI NW OF HICKORY VALLEY

350A2760001
HARDEMAN COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A276
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.85
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.18100 DEGREES
W  89.14764 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 479 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/18/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A2960001
HARDEMAN COUNTY
68560

STACK LN.

BRANCH

1 MI'W OF CHESTER CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A296
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.20
SUFFICIENCY RATING: 80.8

IDENTIFICATION
N 35.33761 DEGREES
W 88.80669 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2016
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 78.7 FT
(49) TOTAL BRIDGE LENGTH: 80.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o o ™

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 1/30/2017
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A3380001
HARDEMAN COUNTY
00000

HOWELL RD.

WADE CREEK

1 MI' W OF MCNAIRY CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A338
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.10
SUFFICIENCY RATING: 83.5

IDENTIFICATION
N 35.26403 DEGREES
W 88.80247 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z o~~~

H-15-44

oo 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: 38.1 FT
(94) BRIDGE IMPROVEMENT COST: $163,000.00
(95) ROADWAY IMPROVEMENT COST: $17,000.00
(96) TOTAL PROJECT COST: $245,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A3830001

CITY OF MIDDLETON

48340

GRANT AVE.

BRANCH

IN THE CITY OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A383
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.19
SUFFICIENCY RATING: 7.0

IDENTIFICATION
N 35.06097 DEGREES
W 88.89268 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: OTHER
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 20.0 FT
(49) TOTAL BRIDGE LENGTH: 210 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 19.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 20.3 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 194 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: LOCAL RURAL ROAD
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: TEMPORARY BRIDGE IN-PLACE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN, TEMP STRUCTURE

APPRAISAL

~o Z2 2 2

H-10-44

(67) STRUCTURAL EVALUATION: 3
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 5
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 413 FT
(94) BRIDGE IMPROVEMENT COST: $376,000.00
(95) ROADWAY IMPROVEMENT COST: $38,000.00
(96) TOTAL PROJECT COST: $565,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35044140001
CITY OF BOLIVAR
07180

NOT AVAILABLE
BRANCH

IN BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A399
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.00
SUFFICIENCY RATING: 97.0

IDENTIFICATION
N 35.27339 DEGREES
W 88.98017 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 344 FT
(52) BRIDGE OUT TO OUT WIDTH: 38.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 34.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A5380001
HARDEMAN COUNTY
00000

VAUGHAN RD.
BRANCH

0.7 MI N OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A538
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.67
SUFFICIENCY RATING: 83.0

IDENTIFICATION
N 35.29989 DEGREES
W 88.92517 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1990
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 48.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 23 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 226 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A5390001
HARDEMAN COUNTY
00000

GEORGE WALTER RD.
BRANCH

1.5 MI S OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A539
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.99
SUFFICIENCY RATING: 88.5

IDENTIFICATION
N 35.27456 DEGREES
W 88.87497 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 22 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o NN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/19/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A5450001
HARDEMAN COUNTY
00000

SERLES RD.
MAGBEE BRANCH

6 Ml E OF SR125

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A545
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.09
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.16625 DEGREES
W 88.83850 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1989
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 36.1 FT
(49) TOTAL BRIDGE LENGTH: 107.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 226 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 223 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A5460001
HARDEMAN COUNTY
00000

REAVES RD.

BRANCH

2.5 MI NE OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A546
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.69
SUFFICIENCY RATING: 79.9

IDENTIFICATION
N 35.08517 DEGREES
W 88.86044 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 41.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

o o 2~

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/25/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A5470001
HARDEMAN COUNTY
00000

POWERS RD.

BRANCH

2.5 MI NE OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A547
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.91
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 35.08933 DEGREES
W 88.87139 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 213 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/25/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A6180001

CITY OF TOONE

74640

FRONT ST.

BRANCH

IN THE CITY OF TOONE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0A618
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.29
SUFFICIENCY RATING: 92.5

IDENTIFICATION
N 35.34614 DEGREES
W  88.95703 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2001
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 325 FT
(52) BRIDGE OUT TO OUT WIDTH: 56.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 325 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0010
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z © N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0430001
HARDEMAN COUNTY
00000

MECKLINBURG DR.
PLEASANT RUN CREEK
1.3 MIW OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0B102
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.87
SUFFICIENCY RATING: 83.8

IDENTIFICATION
N 35.25422 DEGREES
W  88.03456 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1995
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 89.9 FT
(49) TOTAL BRIDGE LENGTH: 89.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 28.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN O N

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 8/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

350A0430003
HARDEMAN COUNTY
00000
MECKLINBURG DR.
OAK DANE CREEK

3 MI S OF SR15

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: 0B102
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.31
SUFFICIENCY RATING: 59.1

IDENTIFICATION
N 35.24783 DEGREES
W  89.12531 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 171 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 26.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT

Z o o g u

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 34.1 FT
(94) BRIDGE IMPROVEMENT COST: $83,000.00
(95) ROADWAY IMPROVEMENT COST: $9,000.00
(96) TOTAL PROJECT COST: $125,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 8/22/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150001

STATE OF TENNESSEE
00000

USs-64

CLEAR CREEK

1.2 MI.SE.OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.39
SUFFICIENCY RATING: 85.5

IDENTIFICATION
N 35.31133 DEGREES
W  89.12628 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1995
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 60.0 FT
(49) TOTAL BRIDGE LENGTH: 180.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 84 FT
(52) BRIDGE OUT TO OUT WIDTH: 86 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 86.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 84.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150035

STATE OF TENNESSEE
00000

USs-64

DRAINAGE DITCH

SE OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.70
SUFFICIENCY RATING: 66.0

IDENTIFICATION
N 35.30178 DEGREES
W  88.10950 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1999
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 65.0 FT
(33) BRIDGE MEDIAN: OPEN MEDIAN
(34) BRIDGE SKEW: 9 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 42.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

~N~~NZ2 22

HS-20-44

0 o 2 2 N

(76) LENGTH OF BRIDGE IMPROVEMENT: 33.1 FT
(94) BRIDGE IMPROVEMENT COST: $339,000.00
(95) ROADWAY IMPROVEMENT COST: $34,000.00
(96) TOTAL PROJECT COST: $509,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150037

STATE OF TENNESSEE
00000

USs-64

DRAINAGE DITCH

SE OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.93
SUFFICIENCY RATING: 66.0

IDENTIFICATION
N 35.29353 DEGREES
W 88.07222 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1999
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 82.0 FT
(33) BRIDGE MEDIAN: OPEN MEDIAN
(34) BRIDGE SKEW: 18 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 42.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

~N~~NZ2 22
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(76) LENGTH OF BRIDGE IMPROVEMENT: 38.1 FT
(94) BRIDGE IMPROVEMENT COST: $386,000.00
(95) ROADWAY IMPROVEMENT COST: $39,000.00
(96) TOTAL PROJECT COST: $580,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150039

STATE OF TENNESSEE
00000

MARKET ST.
DRAINAGE DITCH

SE OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 8.82
SUFFICIENCY RATING: 67.0

IDENTIFICATION
N 35.28836 DEGREES
W 88.05811 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1999
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 335 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 82.0 FT
(33) BRIDGE MEDIAN: OPEN MEDIAN
(34) BRIDGE SKEW: 20 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 42.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z
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(76) LENGTH OF BRIDGE IMPROVEMENT: 335 FT
(94) BRIDGE IMPROVEMENT COST: $342,000.00
(95) ROADWAY IMPROVEMENT COST: $35,000.00
(96) TOTAL PROJECT COST: $514,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150003

STATE OF TENNESSEE
07180

MARKET ST.

PLEASANT RUN CREEK
IN BOLIVAR CITY LIMITS

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 11.78
SUFFICIENCY RATING: 83.9

IDENTIFICATION
N 35.27064 DEGREES
W  89.01497 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1995
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 80.1 FT
(49) TOTAL BRIDGE LENGTH: 240.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 84 FT
(52) BRIDGE OUT TO OUT WIDTH: 86 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 84.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 84.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NHS ROUTE

URBAN PRINCIPAL ARTERIAL
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
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HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 © o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150005

STATE OF TENNESSEE
00000

USs-64

OVERFLOW

.2 MILE EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.59
SUFFICIENCY RATING: 50.9

IDENTIFICATION
N 35.25439 DEGREES
W  88.97444 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 12
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1930
(106) YEAR THE BRIDGE WAS REHABILITATED: 1964
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 372.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

URBAN PRINCIPAL ARTERIAL
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT
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HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 4009 FT
(94) BRIDGE IMPROVEMENT COST: $3,130,000.00
(95) ROADWAY IMPROVEMENT COST: $314,000.00
(96) TOTAL PROJECT COST: $4,696,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150007

STATE OF TENNESSEE
00000

USs-64

SPRING CREEK

.3 MILE EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.71
SUFFICIENCY RATING: 51.0

IDENTIFICATION
N 35.25389 DEGREES
W 88.97258 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 14
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1930
(106) YEAR THE BRIDGE WAS REHABILITATED: 1964
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 428.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

URBAN PRINCIPAL ARTERIAL
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0101
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

Z N o g o

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 4551 FT
(94) BRIDGE IMPROVEMENT COST: $3,533,000.00
(95) ROADWAY IMPROVEMENT COST: $354,000.00
(96) TOTAL PROJECT COST: $5,300,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150033

STATE OF TENNESSEE
00000

USs-64

DRAINAGE DITCH

.5M E OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.91
SUFFICIENCY RATING: 81.0

IDENTIFICATION
N 35.25167 DEGREES
W 88.97000 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 259 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 40.4 FT
(52) BRIDGE OUT TO OUT WIDTH: 44 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 40.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NHS ROUTE

URBAN PRINCIPAL ARTERIAL
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150051

STATE OF TENNESSEE
00000

USs-64

OVERFLOW

1.2 MILE EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 16.14
SUFFICIENCY RATING: 84.0

IDENTIFICATION
N 35.24780 DEGREES
W  88.94927 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 9
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: OTHER
C) TYPE PROTECTION: OTHER
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2013
(106) YEAR THE BRIDGE WAS REHABILITATED: #Error
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 784 FT
(49) TOTAL BRIDGE LENGTH: 700.5 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 83.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 84.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 719 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 83.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o N
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150009

STATE OF TENNESSEE
00000

USs-64

OVERFLOW

1.2 MILE EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 16.37
SUFFICIENCY RATING: 84.0

IDENTIFICATION
N 35.24672 DEGREES
W 88.94467 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: OTHER
C) TYPE PROTECTION: OTHER
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: 2013
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 54.7 FT
(49) TOTAL BRIDGE LENGTH: 2720 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 83.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 84.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 479 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150053

STATE OF TENNESSEE
00000

USs-64

OVERFLOW

1.2 MILE EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 16.50
SUFFICIENCY RATING: 84.0

IDENTIFICATION
N 35.24628 DEGREES
W 88.94292 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 7
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: OTHER
C) TYPE PROTECTION: OTHER
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2013
(106) YEAR THE BRIDGE WAS REHABILITATED: #Error
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 784 FT
(49) TOTAL BRIDGE LENGTH: 500.5 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 83.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 84.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 719 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 83.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN o~

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150011

STATE OF TENNESSEE
00000

USs-64

OVERFLOW

2.2 MILES EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 16.65
SUFFICIENCY RATING: 65.0

IDENTIFICATION
N 35.24564 DEGREES
W 88.94011 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 6
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: OTHER
C) TYPE PROTECTION: OTHER
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: 2013
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 514 FT
(49) TOTAL BRIDGE LENGTH: 306.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 36.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 84.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 479 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION
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(76) LENGTH OF BRIDGE IMPROVEMENT: 306.1 FT
(94) BRIDGE IMPROVEMENT COST: $3,344,000.00
(95) ROADWAY IMPROVEMENT COST: $335,000.00
(96) TOTAL PROJECT COST: $5,017,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/18/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150013

STATE OF TENNESSEE
00000

USs-64

OVERFLOW

2.6 MILES EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 16.99
SUFFICIENCY RATING: 84.0

IDENTIFICATION
N 35.24431 DEGREES
W 88.93419 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 8
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: OTHER
C) TYPE PROTECTION: OTHER
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: 2013
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 51.8 FT
(49) TOTAL BRIDGE LENGTH: 407.6 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 83.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 84.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o NN

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2N o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150055

STATE OF TENNESSEE
00000

USs-64

OVERFLOW

1.2 MILE EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.30
SUFFICIENCY RATING: 84.0

IDENTIFICATION
N 35.24628 DEGREES
W 88.94292 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 7
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: OTHER
C) TYPE PROTECTION: OTHER
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2013
(106) YEAR THE BRIDGE WAS REHABILITATED: #Error
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 78.3 FT
(49) TOTAL BRIDGE LENGTH: 700.5 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 83.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 84.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 719 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 83.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150015

STATE OF TENNESSEE
00000

USs-64

OVERFLOW

3 MILES EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.52
SUFFICIENCY RATING: 65.0

IDENTIFICATION
N 35.24339 DEGREES
W  88.92472 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: OTHER
C) TYPE PROTECTION: OTHER
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 55.1 FT
(49) TOTAL BRIDGE LENGTH: 2720 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 36.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 38.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 479 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION
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HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 272 FT
(94) BRIDGE IMPROVEMENT COST: $2,856,000.00
(95) ROADWAY IMPROVEMENT COST: $286,000.00
(96) TOTAL PROJECT COST: $4,285,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150017

STATE OF TENNESSEE
00000

USs-64

HATCHIE RIVER

3.1 MILES EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.68
SUFFICIENCY RATING: 73.0

IDENTIFICATION
N 35.24339 DEGREES
W  88.92197 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1999
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 100.1 FT
(49) TOTAL BRIDGE LENGTH: 501.6 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 459 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N oo

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

W o Z o U

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150057

STATE OF TENNESSEE
00000

USs-64

HATCHIE RIVER

3.1 MILES EAST OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 18.05
SUFFICIENCY RATING: 87.4

IDENTIFICATION
N 35.24285 DEGREES
W 88.91548 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2016
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 5
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 83 FT
(52) BRIDGE OUT TO OUT WIDTH: 101 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 82.3 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 83.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z2Z N O

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150019

STATE OF TENNESSEE

00000

USs-64

BRANCH

3.9 MILES WEST OF HORNSBY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 18.56
SUFFICIENCY RATING: 57.5

IDENTIFICATION
N 35.24243 DEGREES
W 88.87315 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1930
(106) YEAR THE BRIDGE WAS REHABILITATED: 1964
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 299 FT
(52) BRIDGE OUT TO OUT WIDTH: 33.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

~N~~NZ2 22

H-15-44

0o o Z w o

(76) LENGTH OF BRIDGE IMPROVEMENT: 24 FT
(94) BRIDGE IMPROVEMENT COST: $87,000.00
(95) ROADWAY IMPROVEMENT COST: $9,000.00
(96) TOTAL PROJECT COST: $131,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150041

STATE OF TENNESSEE

00000

USs-64

BRANCH

3.9 MILES WEST OF HORNSBY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 18.65
SUFFICIENCY RATING: 81.0

IDENTIFICATION
N 35.24270 DEGREES
W  88.90498 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2005
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 213 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 17.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 12 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 171 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES
NHS ROUTE
RURAL EXPRESSWAY

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150021

STATE OF TENNESSEE

00000

USs-64

BRANCH

2.5 MILES WEST OF HORNSBY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 20.04
SUFFICIENCY RATING: 73.5

IDENTIFICATION
N 35.23690 DEGREES
W 88.88142 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1930
(106) YEAR THE BRIDGE WAS REHABILITATED: 1964
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 30.8 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NHS ROUTE

RURAL EXPRESSWAY

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150023

STATE OF TENNESSEE

00000

USs-64

HAYES BRANCH

2.2 MILES WEST OF HORNSBY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 20.27
SUFFICIENCY RATING: 76.5

IDENTIFICATION
N 35.23580 DEGREES
W 88.87772 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1930
(106) YEAR THE BRIDGE WAS REHABILITATED: 1964
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 318 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

H-15-44

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: 24 FT
(94) BRIDGE IMPROVEMENT COST: $160,000.00
(95) ROADWAY IMPROVEMENT COST: $17,000.00
(96) TOTAL PROJECT COST: $241,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150043

STATE OF TENNESSEE
00000

USs-64

DOGTAIL CREEK

SE OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 22.72
SUFFICIENCY RATING: 69.0

IDENTIFICATION
N 35.22503 DEGREES
W 88.83810 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2010
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 16.1 FT
(49) TOTAL BRIDGE LENGTH: 52.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 78.1 FT
(33) BRIDGE MEDIAN: OPEN MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

HS-20-44

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: 52.8 FT
(94) BRIDGE IMPROVEMENT COST: $524,000.00
(95) ROADWAY IMPROVEMENT COST: $53,000.00
(96) TOTAL PROJECT COST: $787,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150045

STATE OF TENNESSEE
00000

USs-64

DRAINAGE DITCH

SE OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 23.10
SUFFICIENCY RATING: 68.0

IDENTIFICATION
N 35.22238 DEGREES
W 88.83210 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2010
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 223 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 78.1 FT
(33) BRIDGE MEDIAN: OPEN MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

~N~~NZ2 22

HS-20-44

0o N2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: 22.3 FT
(94) BRIDGE IMPROVEMENT COST: $239,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $359,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150047

STATE OF TENNESSEE
00000

USs-64

WADE CREEK

SE OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 23.50
SUFFICIENCY RATING: 69.6

IDENTIFICATION
N 35.22350 DEGREES
W 88.82528 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2010
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 16.1 FT
(49) TOTAL BRIDGE LENGTH: 56.4 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 78.1 FT
(33) BRIDGE MEDIAN: OPEN MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

HS-20-44

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: 56.4 FT
(94) BRIDGE IMPROVEMENT COST: $557,000.00
(95) ROADWAY IMPROVEMENT COST: $56,000.00
(96) TOTAL PROJECT COST: $836,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0150049

STATE OF TENNESSEE
00000

USs-64

FISH BRANCH

SE OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR015
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 25.77
SUFFICIENCY RATING: 69.6

IDENTIFICATION
N 35.21848 DEGREES
W 88.78565 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2010
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 223 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 78.1 FT
(33) BRIDGE MEDIAN: OPEN MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NHS ROUTE

RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

HS-20-44

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: 22.3 FT
(94) BRIDGE IMPROVEMENT COST: $239,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $359,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180001

STATE OF TENNESSEE
00000

STATE HWY. 18 S.
BRANCH

1.4 MI.LE.OF FAYETTE CO.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.29
SUFFICIENCY RATING: 87.8

IDENTIFICATION
N 35.08186 DEGREES
W  89.18239 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1931
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 479 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 318 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: STATE HWY. 18 S.
CROSSING: MAY CREEK
LOCATION: 4.2 MI.LE.OF FAYETTE CO.

35SR0180003
STATE OF TENNESSEE
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.14
SUFFICIENCY RATING: 79.4

IDENTIFICATION
N 35.11569 DEGREES
W  89.15364 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1964
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 318 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

H-15-44

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: 24 FT
(94) BRIDGE IMPROVEMENT COST: $160,000.00
(95) ROADWAY IMPROVEMENT COST: $17,000.00
(96) TOTAL PROJECT COST: $241,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180005

STATE OF TENNESSEE
33920

MAIN ST.

BRANCH

IN HICKORY VALLEY, TENN.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.43
SUFFICIENCY RATING: 77.8

IDENTIFICATION
N 35.15758 DEGREES
W  89.12583 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1931
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

H-15-44

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: 24 FT
(94) BRIDGE IMPROVEMENT COST: $160,000.00
(95) ROADWAY IMPROVEMENT COST: $17,000.00
(96) TOTAL PROJECT COST: $241,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180007

STATE OF TENNESSEE
07180

N. MAIN ST.

HATCHIE RIVER

NEAR BOLIVAR TENN.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 18.88
SUFFICIENCY RATING: 75.9

IDENTIFICATION
N 35.27519 DEGREES
W 88.97669 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 84.0 FT
(49) TOTAL BRIDGE LENGTH: 4049 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 42.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 46.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 479 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 427 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

URBAN PRINCIPAL ARTERIAL
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z o N o o

HS-20-44

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: 4049 FT

(94) BRIDGE IMPROVEMENT COST: $2,709,000.00

(95) ROADWAY IMPROVEMENT COST: $271,000.00

(96) TOTAL PROJECT COST: $4,064,000.00

(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 06/2017
(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180027

STATE OF TENNESSEE
00000

STATE HWY. 18 N.
OVERFLOW

N. OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.03
SUFFICIENCY RATING: 81.9

IDENTIFICATION
N 35.27692 DEGREES
W 88.97539 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 51.8 FT
(49) TOTAL BRIDGE LENGTH: 2539 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 42.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 46.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 427 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N~N~NO

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180009

STATE OF TENNESSEE
00000

STATE HWY. 18 N.
OVERFLOW

NEAR BOLIVAR TENN.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.26
SUFFICIENCY RATING: 81.9

IDENTIFICATION
N 35.27978 DEGREES
W 88.97344 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 8
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 57.1 FT
(49) TOTAL BRIDGE LENGTH: 448.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 459 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL EXPRESSWAY

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o NN

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180011

STATE OF TENNESSEE
00000

STATE HWY. 18 N.
OVERFLOW

NEAR BOLIVAR TENN.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.38
SUFFICIENCY RATING: 71.1

IDENTIFICATION
N 35.28144 DEGREES
W 88.97239 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 56.1 FT
(49) TOTAL BRIDGE LENGTH: 2359 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 42.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 46.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 427 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z o NN

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 2359 FT
(94) BRIDGE IMPROVEMENT COST: $1,515,000.00
(95) ROADWAY IMPROVEMENT COST: $152,000.00
(96) TOTAL PROJECT COST: $2,273,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180013

STATE OF TENNESSEE
00000

STATE HWY. 18 N.
OVERFLOW

NEAR BOLIVAR TENN.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.78
SUFFICIENCY RATING: 76.8

IDENTIFICATION
N 35.28614 DEGREES
W 88.96831 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1985
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 51.8 FT
(49) TOTAL BRIDGE LENGTH: 2549 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 459 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z N~N~NO

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 254.9 FT
(94) BRIDGE IMPROVEMENT COST: $1,613,000.00
(95) ROADWAY IMPROVEMENT COST: $162,000.00
(96) TOTAL PROJECT COST: $2,420,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180015

STATE OF TENNESSEE
00000

STATE HWY. 18 N.
GRAYS CREEK

NEAR BOLIVAR TENN.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 20.82
SUFFICIENCY RATING: 81.9

IDENTIFICATION
N 35.29731 DEGREES
W  88.95606 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1983
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 53.1 FT
(49) TOTAL BRIDGE LENGTH: 2579 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 42.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 46.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 427 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180017

STATE OF TENNESSEE
00000

STATE HWY. 18 N.
BRANCH

1.8 MI.LNORTH OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 22.07
SUFFICIENCY RATING: 70.9

IDENTIFICATION
N 35.31264 DEGREES
W 88.94417 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1930
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 79 FT
(49) TOTAL BRIDGE LENGTH: 279 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

a o Z2 2 2

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 27.9 FT
(94) BRIDGE IMPROVEMENT COST: $195,000.00
(95) ROADWAY IMPROVEMENT COST: $20,000.00
(96) TOTAL PROJECT COST: $293,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180019

STATE OF TENNESSEE
00000

STATE HWY. 18 N.

MILL CREEK

5.8 MI.NORTH OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 24.93
SUFFICIENCY RATING: 81.9

IDENTIFICATION
N 35.34767 DEGREES
W 88.91694 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2001
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 49.2 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 43 FT
(52) BRIDGE OUT TO OUT WIDTH: 49.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 43.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
RURAL EXPRESSWAY
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180023

STATE OF TENNESSEE
00000

STATE HWY. 18 N.
CYPRESS CREEK

10.5 MI.NORTH OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 29.89
SUFFICIENCY RATING: 83.6

IDENTIFICATION
N 3541350 DEGREES
W 88.88352 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2014
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 76.0 FT
(49) TOTAL BRIDGE LENGTH: 351.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 42.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 44 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 40.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 427 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL EXPRESSWAY

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o NN

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180025

STATE OF TENNESSEE
00000

STATE HWY. 18 N.
CLOVER CREEK

11 NI. NORTH OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR018
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 30.40
SUFFICIENCY RATING: 82.6

IDENTIFICATION
N 35.42078 DEGREES
W 88.88019 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1974
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 459 FT
(49) TOTAL BRIDGE LENGTH: 184.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 459 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL EXPRESSWAY

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN oo

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570001

STATE OF TENNESSEE

00000

SR-57

DRY BRANCH

.4 MILE WEST OF SAULSBURY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.51
SUFFICIENCY RATING: 87.8

IDENTIFICATION
N 35.05131 DEGREES
W  89.09900 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1997
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 49.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 39.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570003

STATE OF TENNESSEE

00000

SR-57

SAULSBURY CREEK

.6 MILE EAST OF SAULSBURY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.80
SUFFICIENCY RATING: 95.0

IDENTIFICATION
N 35.05000 DEGREES
W 89.07667 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 299 FT
(49) TOTAL BRIDGE LENGTH: 89.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 40 FT
(52) BRIDGE OUT TO OUT WIDTH: 42 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 40.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570005

STATE OF TENNESSEE
00000

SR-57

EAST FORK SPRING CREEK
3.2 MLLEAST OF SAULSBURY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 9.44
SUFFICIENCY RATING: 95.0

IDENTIFICATION
N 35.05167 DEGREES
W  89.03000 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 40.0 FT
(49) TOTAL BRIDGE LENGTH: 200.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 40 FT
(52) BRIDGE OUT TO OUT WIDTH: 42 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 40.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1101
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 N Z2Z NN

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570007

STATE OF TENNESSEE
00000

SR-57

BRANCH

3.6 MLEAST OF SAULSBURY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 9.90
SUFFICIENCY RATING: 92.8

IDENTIFICATION
N 35.05231 DEGREES
W  89.02169 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1996
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 46.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 40 FT
(52) BRIDGE OUT TO OUT WIDTH: 46.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 39.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z2Z N O

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570009

STATE OF TENNESSEE
00000

SR-57

SOUTHERN RAILWAY

5.7 MILWEST OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 11.31
SUFFICIENCY RATING: 92.8

IDENTIFICATION
N 35.04650 DEGREES
W 89.99994 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: RAILROAD
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 449 FT
(49) TOTAL BRIDGE LENGTH: 131.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 479 FT
(52) BRIDGE OUT TO OUT WIDTH: 499 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 479 FT
(54a) VERT UNDERCLR: RAILROAD BENEATH BRIDGE
(54b) MIN VERTICAL UNDERCLEARANCE: 25.92 FT
(55a) HORZ UNDERCLR: RAILROAD BENEATH BRIDGE
(55b) MIN HORZ UNDERCLR ON RIGHT: 19.36 FT

(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NOT APPLICABLE

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z Z o N~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: N

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 Z2 N © o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570011

STATE OF TENNESSEE

00000

SR-57

PORTERS CREEK

3 MILES WEST OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.39
SUFFICIENCY RATING: 90.4

IDENTIFICATION
N 35.03667 DEGREES
W 88.94833 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 449 FT
(49) TOTAL BRIDGE LENGTH: 134.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 40 FT
(52) BRIDGE OUT TO OUT WIDTH: 42 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 40.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570013

STATE OF TENNESSEE
00000

SR-57

OVERFLOW

2.8 MILES W.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.59
SUFFICIENCY RATING: 90.4

IDENTIFICATION
N 35.03731 DEGREES
W  88.94436 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1996
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 100.1 FT
(49) TOTAL BRIDGE LENGTH: 100.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 40 FT
(52) BRIDGE OUT TO OUT WIDTH: 42 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 40.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 39.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570015

STATE OF TENNESSEE
00000

SR-57

CRYSTAL SPRINGS BRANCH
IM MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.25
SUFFICIENCY RATING: 88.6

IDENTIFICATION
N 35.04192 DEGREES
W 88.89831 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1996
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 66.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 50.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2N o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570017

STATE OF TENNESSEE
00000

SR-57

CYPRESS CREEK

IN MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.92
SUFFICIENCY RATING: 86.4

IDENTIFICATION
N 35.04167 DEGREES
W 88.88667 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NONE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 16.1 FT
(49) TOTAL BRIDGE LENGTH: 69.6 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 371 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 37.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 22 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570019

STATE OF TENNESSEE
00000

SR-57

OVERFLOW

2.3 MILES W.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 20.24
SUFFICIENCY RATING: 88.4

IDENTIFICATION
N 35.04544 DEGREES
W 88.84583 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2010
(106) YEAR THE BRIDGE WAS REHABILITATED: #Error
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 100.1 FT
(49) TOTAL BRIDGE LENGTH: 200.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 453 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN o~

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570021

STATE OF TENNESSEE
00000

SR-57

BIG MUDDY CREEK
NEAR POCAHONTAS

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 20.32
SUFFICIENCY RATING: 88.4

IDENTIFICATION
N 35.04540 DEGREES
W 88.84448 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2010
(106) YEAR THE BRIDGE WAS REHABILITATED: #Error
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 100.1 FT
(49) TOTAL BRIDGE LENGTH: 500.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 453 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570023

STATE OF TENNESSEE
00000

SR-57

OVERFLOW

2.7 MILES E.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 20.60
SUFFICIENCY RATING: 88.4

IDENTIFICATION
N 35.04583 DEGREES
W 88.83953 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2010
(106) YEAR THE BRIDGE WAS REHABILITATED: #Error
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 100.1 FT
(49) TOTAL BRIDGE LENGTH: 200.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 453 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN o~

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 5
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(76) LENGTH OF BRIDGE IMPROVEMENT:

(94) BRIDGE IMPROVEMENT COST:

(95) ROADWAY IMPROVEMENT COST:

(96) TOTAL PROJECT COST:

(97) YEAR OF IMPROVEMENT COST ESTIMATE:

0w o 2 N N

N/A

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 06/2014
(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570025

STATE OF TENNESSEE
00000

SR-57

SOUTHERN RAILWAY
IN POCAHONTAS

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 22.94
SUFFICIENCY RATING: 67.9

IDENTIFICATION
N 35.05244 DEGREES
W 88.80111 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1935
(106) YEAR THE BRIDGE WAS REHABILITATED: 1975
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: RAILROAD
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 41.0 FT
(49) TOTAL BRIDGE LENGTH: 123.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 341 FT
(52) BRIDGE OUT TO OUT WIDTH: 36.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT
(54a) VERT UNDERCLR: RAILROAD BENEATH BRIDGE
(54b) MIN VERTICAL UNDERCLEARANCE: 21 FT
(55a) HORZ UNDERCLR: RAILROAD BENEATH BRIDGE
(55b) MIN HORZ UNDERCLR ON RIGHT: 12.14 FT

(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NOT APPLICABLE

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: N

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z Z o0 ~N N

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 123 FT
(94) BRIDGE IMPROVEMENT COST: $641,000.00
(95) ROADWAY IMPROVEMENT COST: $65,000.00
(96) TOTAL PROJECT COST: $962,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570027

STATE OF TENNESSEE
00000

SR-57

HATCHIE RIVER

EAST OF POCAHONTAS

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 23.17
SUFFICIENCY RATING: 82.1

IDENTIFICATION
N 35.05547 DEGREES
W 88.79936 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 69.9 FT
(49) TOTAL BRIDGE LENGTH: 347.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 341 FT
(52) BRIDGE OUT TO OUT WIDTH: 36.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 20 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 o o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0570029

STATE OF TENNESSEE
00000

SR-57

OVERFLOW

.2 MLLE. OF HATCHIE RIVER

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 23.40
SUFFICIENCY RATING: 91.3

IDENTIFICATION
N 35.05800 DEGREES
W 88.79706 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 69.9 FT
(49) TOTAL BRIDGE LENGTH: 266.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 341 FT
(52) BRIDGE OUT TO OUT WIDTH: 36.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N N o o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1001
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000001

STATE OF TENNESSEE
00000

HWY. 100

CLEAR CREEK

3.2 MLLE.OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.24
SUFFICIENCY RATING: 68.9

IDENTIFICATION
N 35.32939 DEGREES
W  89.08775 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1961
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 86.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0111
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o g o

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 86 FT
(94) BRIDGE IMPROVEMENT COST: $74,000.00
(95) ROADWAY IMPROVEMENT COST: $8,000.00
(96) TOTAL PROJECT COST: $112,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000003

STATE OF TENNESSEE
00000

HWY. 100

BRANCH

2 MW OF SR15

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.34
SUFFICIENCY RATING: 80.8

IDENTIFICATION
N 35.32931 DEGREES
W  89.08572 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 7
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1961
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 200.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0111
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT
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(76) LENGTH OF BRIDGE IMPROVEMENT: 200.1 FT
(94) BRIDGE IMPROVEMENT COST: $208,000.00
(95) ROADWAY IMPROVEMENT COST: $21,000.00
(96) TOTAL PROJECT COST: $313,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000025

STATE OF TENNESSEE
00000

HWY. 100

BRANCH

2.5MI S. OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.34
SUFFICIENCY RATING: 92.8

IDENTIFICATION
N 35.33144 DEGREES
W  89.06856 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 79 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 46.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 495 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE
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(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000005

STATE OF TENNESSEE
00000

HWY. 100

OVERFLOW

6.4 MI.LE.OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.31
SUFFICIENCY RATING: 61.9

IDENTIFICATION
N 35.34061 DEGREES
W  89.03536 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 9
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1964
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 256.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)
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(76) LENGTH OF BRIDGE IMPROVEMENT: 256.9 FT
(94) BRIDGE IMPROVEMENT COST: $171,000.00
(95) ROADWAY IMPROVEMENT COST: $18,000.00
(96) TOTAL PROJECT COST: $257,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000007

STATE OF TENNESSEE
00000

HWY. 100

OVERFLOW

.9 MLLW.OF HATCHIE RIVER

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.58
SUFFICIENCY RATING: 80.4

IDENTIFICATION
N 35.34194 DEGREES
W  89.03083 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 13
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1964
(106) YEAR THE BRIDGE WAS REHABILITATED: 2017
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 371.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)
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(76) LENGTH OF BRIDGE IMPROVEMENT: 371.1 FT
(94) BRIDGE IMPROVEMENT COST: $233,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $350,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000009

STATE OF TENNESSEE
00000

HWY. 100

SHORT CREEK

.6 MLLW.OF HATCHIE RIVER

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.92
SUFFICIENCY RATING: 61.9

IDENTIFICATION
N 35.34358 DEGREES
W 89.02508 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 13
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1964
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 371.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)
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(76) LENGTH OF BRIDGE IMPROVEMENT: 371.1 FT
(94) BRIDGE IMPROVEMENT COST: $233,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $350,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000011

STATE OF TENNESSEE
00000

HWY. 100

OVERFLOW

.2 MLLW.OF HATCHIE RIVER

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 8.37
SUFFICIENCY RATING: 77.4

IDENTIFICATION
N 35.34608 DEGREES
W  89.01769 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 8
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1964
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 228.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N o o o

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 228 FT
(94) BRIDGE IMPROVEMENT COST: $156,000.00
(95) ROADWAY IMPROVEMENT COST: $16,000.00
(96) TOTAL PROJECT COST: $235,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000013

STATE OF TENNESSEE
00000

HWY. 100

HATCHIE RIVER

7 MILEAST OF WHITEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 8.50
SUFFICIENCY RATING: 78.4

IDENTIFICATION
N 35.34711 DEGREES
W  89.01572 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: OTHER

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 1
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1964
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 75.1 FT
(49) TOTAL BRIDGE LENGTH: 2441 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o oo
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(76) LENGTH OF BRIDGE IMPROVEMENT: 244.1 FT
(94) BRIDGE IMPROVEMENT COST: $184,000.00
(95) ROADWAY IMPROVEMENT COST: $19,000.00
(96) TOTAL PROJECT COST: $277,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR0180021

STATE OF TENNESSEE

00000

HWY. 100

SR 18

.6 ML.W.OF CHICKASAW PARK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 15.08
SUFFICIENCY RATING: 70.9

IDENTIFICATION
N 35.36461 DEGREES
W 88.90786 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1959
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: HIGHWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 4
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 60.0 FT
(49) TOTAL BRIDGE LENGTH: 2149 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 459 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT
(54a) VERT UNDERCLR: HIGHWAY BENEATH BRIDGE
(54b) MIN VERTICAL UNDERCLEARANCE: 19.26 FT
(55a) HORZ UNDERCLR: HIGHWAY BENEATH BRIDGE
(55b) MIN HORZ UNDERCLR ON RIGHT: 9.84 FT
(56) MIN HORZ UNDERCLR ON LEFT: 1411 FT

NAVIGATION DATA

(38) NAV CONTROL: NOT APPLICABLE

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z Z o ~N o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0001
(113) SCOUR CONDITION RATING: N

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o Z g ~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000015

STATE OF TENNESSEE
00000

HWY. 100

BRANCH

IN CHICKASAW STATE PARK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.36
SUFFICIENCY RATING: 93.1

IDENTIFICATION
N 35.37317 DEGREES
W 88.86878 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1938
(106) YEAR THE BRIDGE WAS REHABILITATED: 1965
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000017

STATE OF TENNESSEE
00000

HWY. 100

OVERFLOW

IN CHICKASAW STATE PARK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.49
SUFFICIENCY RATING: 60.7

IDENTIFICATION
N 35.37369 DEGREES
W 88.86650 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1938
(106) YEAR THE BRIDGE WAS REHABILITATED: 1965
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 249 FT
(49) TOTAL BRIDGE LENGTH: 741 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 272 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT

Z o oo o
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(76) LENGTH OF BRIDGE IMPROVEMENT: 741 FT
(94) BRIDGE IMPROVEMENT COST: $189,000.00
(95) ROADWAY IMPROVEMENT COST: $19,000.00
(96) TOTAL PROJECT COST: $284,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000019

STATE OF TENNESSEE
00000

HWY. 100

BRANCH

IN CHICKASAW STATE PARK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.72
SUFFICIENCY RATING: 74.5

IDENTIFICATION
N 35.37428 DEGREES
W 88.86261 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1938
(106) YEAR THE BRIDGE WAS REHABILITATED: 1964
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 240 FT
(49) TOTAL BRIDGE LENGTH: 65.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 272 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)
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(76) LENGTH OF BRIDGE IMPROVEMENT: 65 FT
(94) BRIDGE IMPROVEMENT COST: $151,000.00
(95) ROADWAY IMPROVEMENT COST: $16,000.00
(96) TOTAL PROJECT COST: $227,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000021

STATE OF TENNESSEE
00000

HWY. 100

CYPRESS CREEK

IN CHICKASAW STATE PARK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.81
SUFFICIENCY RATING: 79.0

IDENTIFICATION
N 35.37508 DEGREES
W 88.86072 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1938
(106) YEAR THE BRIDGE WAS REHABILITATED: 1965
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION
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(76) LENGTH OF BRIDGE IMPROVEMENT: 32.2 FT
(94) BRIDGE IMPROVEMENT COST: $182,000.00
(95) ROADWAY IMPROVEMENT COST: $19,000.00
(96) TOTAL PROJECT COST: $274,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1000023

STATE OF TENNESSEE
00000

HWY. 100

CYPRESS CREEK

IN CHICKASAW STATE PARK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR100
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 18.58
SUFFICIENCY RATING: 93.1

IDENTIFICATION
N 35.37778 DEGREES
W 88.84794 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1938
(106) YEAR THE BRIDGE WAS REHABILITATED: 1965
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 449 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 60 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z
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APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250001

STATE OF TENNESSEE
00000

SR-125 S.

S.COLONEL CREEK

2.4 MI.S.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.71
SUFFICIENCY RATING: 58.5

IDENTIFICATION
N 35.00617 DEGREES
W 88.89408 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1948
(106) YEAR THE BRIDGE WAS REHABILITATED: 1966
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 86.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 322 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o oo
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(76) LENGTH OF BRIDGE IMPROVEMENT: 86 FT
(94) BRIDGE IMPROVEMENT COST: $208,000.00
(95) ROADWAY IMPROVEMENT COST: $21,000.00
(96) TOTAL PROJECT COST: $313,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250003

STATE OF TENNESSEE
00000

SR-125 S.

N.COLONEL CREEK

1.85 MI.S.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.33
SUFFICIENCY RATING: 74.1

IDENTIFICATION
N 35.01525 DEGREES
W 88.89419 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1948
(106) YEAR THE BRIDGE WAS REHABILITATED: 1966
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

HS-20-44

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: 33.1 FT
(94) BRIDGE IMPROVEMENT COST: $211,000.00
(95) ROADWAY IMPROVEMENT COST: $22,000.00
(96) TOTAL PROJECT COST: $317,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250005

STATE OF TENNESSEE
00000

S. MAIN ST.

CRYSTAL SPRING BRANCH
IN MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.09
SUFFICIENCY RATING: 60.1

IDENTIFICATION
N 35.04075 DEGREES
W 88.89361 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1948
(106) YEAR THE BRIDGE WAS REHABILITATED: 1966
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 23 FT
(94) BRIDGE IMPROVEMENT COST: $154,000.00
(95) ROADWAY IMPROVEMENT COST: $16,000.00
(96) TOTAL PROJECT COST: $232,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250007

STATE OF TENNESSEE
48340

S. MAIN ST.

BRANCH

IN MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.52
SUFFICIENCY RATING: 74.0

IDENTIFICATION
N 35.06119 DEGREES
W 88.89211 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1948
(106) YEAR THE BRIDGE WAS REHABILITATED: 1964
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

HS-20-44

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: 24 FT
(94) BRIDGE IMPROVEMENT COST: $172,000.00
(95) ROADWAY IMPROVEMENT COST: $18,000.00
(96) TOTAL PROJECT COST: $259,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250009

STATE OF TENNESSEE
00000

SR-125

PORTERS CREEK

1.5 MI.NW.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.03
SUFFICIENCY RATING: 65.5

IDENTIFICATION
N 35.09567 DEGREES
W 88.90131 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 6
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1941
(106) YEAR THE BRIDGE WAS REHABILITATED: 1966
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 39.0 FT
(49) TOTAL BRIDGE LENGTH: 2349 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 7

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o N~

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 234.9 FT
(94) BRIDGE IMPROVEMENT COST: $604,000.00
(95) ROADWAY IMPROVEMENT COST: $61,000.00
(96) TOTAL PROJECT COST: $907,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250011

STATE OF TENNESSEE
00000

SR-125

OVERFLOW

1.7 MI.NW.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.32
SUFFICIENCY RATING: 86.0

IDENTIFICATION
N 35.09981 DEGREES
W 88.90333 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 69.9 FT
(49) TOTAL BRIDGE LENGTH: 69.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 459 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250013

STATE OF TENNESSEE
00000

SR-125

STEWART BRANCH

1.9 MI.NW.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.55
SUFFICIENCY RATING: 85.0

IDENTIFICATION
N 35.10283 DEGREES
W  88.90475 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2000
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 80.1 FT
(49) TOTAL BRIDGE LENGTH: 80.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 43.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 45.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 43.3 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 43.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0101
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/16/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250015

STATE OF TENNESSEE
00000

SR-125

DRY BRANCH

2.3 MI.NW.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.96
SUFFICIENCY RATING: 86.0

IDENTIFICATION
N 35.10817 DEGREES
W 88.90728 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 76.1 FT
(49) TOTAL BRIDGE LENGTH: 76.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 459 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 42.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/16/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250017

STATE OF TENNESSEE
00000

SR-125

CUB CREEK

6.6 MI.NW.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 12.28
SUFFICIENCY RATING: 86.0

IDENTIFICATION
N 35.16844 DEGREES
W 88.92089 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 62.0 FT
(49) TOTAL BRIDGE LENGTH: 184.4 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 459 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 43.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o N o~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/16/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250019

STATE OF TENNESSEE
00000

SR-125

OVERFLOW

6.6 MI.NW.OF MIDDLETON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 12.41
SUFFICIENCY RATING: 86.0

IDENTIFICATION
N 35.17022 DEGREES
W 88.92061 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 76.1 FT
(49) TOTAL BRIDGE LENGTH: 76.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 43.6 FT
(52) BRIDGE OUT TO OUT WIDTH: 45.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 43.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/16/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: SR-125
CROSSING: LANE BRANCH
LOCATION: 4.7 MI.SE.OF BOLIVAR

35SR1250021
STATE OF TENNESSEE
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.28
SUFFICIENCY RATING: 84.5

IDENTIFICATION
N 35.19436 DEGREES
W 88.92964 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 87.9 FT
(49) TOTAL BRIDGE LENGTH: 87.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 43.6 FT
(52) BRIDGE OUT TO OUT WIDTH: 45.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 43.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: SR-125
CROSSING: DEADMAN BRANCH
LOCATION: 4.3 MI.S.E.OF BOLIVAR

35SR1250023
STATE OF TENNESSEE
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.57
SUFFICIENCY RATING: 81.5

IDENTIFICATION
N 35.19750 DEGREES
W 88.93317 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1949
(106) YEAR THE BRIDGE WAS REHABILITATED: 1966
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 22 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250025

STATE OF TENNESSEE
00000

SR-125

CARTER BRANCH

3.5 MI.SE.OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 15.54
SUFFICIENCY RATING: 84.5

IDENTIFICATION
N 35.20789 DEGREES
W  88.94436 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 76.1 FT
(49) TOTAL BRIDGE LENGTH: 76.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 44 FT
(52) BRIDGE OUT TO OUT WIDTH: 459 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250027

STATE OF TENNESSEE
00000

SR-125

DRY BRANCH

2.2 MI.SE.OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 16.89
SUFFICIENCY RATING: 83.5

IDENTIFICATION
N 35.22394 DEGREES
W 88.95811 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 48.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250029

STATE OF TENNESSEE
00000

SR-125

BRANCH

1.3 MI.SE.OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.75
SUFFICIENCY RATING: 80.5

IDENTIFICATION
N 35.23436 DEGREES
W 88.96678 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1949
(106) YEAR THE BRIDGE WAS REHABILITATED: 1966
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 33.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/16/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250031

STATE OF TENNESSEE
00000

SR-125

SPRING CREEK

.4 MI.S.OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 18.53
SUFFICIENCY RATING: 53.5

IDENTIFICATION
N 35.24233 DEGREES
W 88.97619 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 11
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1949
(106) YEAR THE BRIDGE WAS REHABILITATED: 1966
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 627.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

URBAN PRINCIPAL ARTERIAL
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)
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(76) LENGTH OF BRIDGE IMPROVEMENT: 627 FT
(94) BRIDGE IMPROVEMENT COST: $1,423,000.00
(95) ROADWAY IMPROVEMENT COST: $143,000.00
(96) TOTAL PROJECT COST: $2,135,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250033

STATE OF TENNESSEE
00000

SR-125

BRANCH

.1 MI.LS.OF BOLIVAR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.01
SUFFICIENCY RATING: 61.5

IDENTIFICATION
N 35.24753 DEGREES
W 88.98194 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 6
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1966
(106) YEAR THE BRIDGE WAS REHABILITATED: 2009
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 170.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.8 FT
(52) BRIDGE OUT TO OUT WIDTH: 322 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

URBAN PRINCIPAL ARTERIAL
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 3

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)
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(76) LENGTH OF BRIDGE IMPROVEMENT: 170.9 FT
(94) BRIDGE IMPROVEMENT COST: $376,000.00
(95) ROADWAY IMPROVEMENT COST: $38,000.00
(96) TOTAL PROJECT COST: $565,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250035

STATE OF TENNESSEE
00000

SILERTON RD.

BRANCH

S. OF CHICKASAW PARK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 26.40
SUFFICIENCY RATING: 83.3

IDENTIFICATION
N 35.30992 DEGREES
W 88.85811 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1991
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 279 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 276 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 30.8 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 276 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED
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HS-15-44

APPRAISAL

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 7
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35582470001

STATE OF TENNESSEE
00000

SILERTON RD.
GAYLOR CREEK

2.2 MI.SW.OF SILERTON

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 27.98
SUFFICIENCY RATING: 48.3

IDENTIFICATION
N 35.32464 DEGREES
W 88.83847 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 67.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 28.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED
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APPRAISAL

(67) STRUCTURAL EVALUATION: 3
(68) DECK GEOMETRY: 6
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 4
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

35SR1250037

STATE OF TENNESSEE
00000

SILERTON RD.

BRANCH

E. OF CHICKASAW PARK

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: HARDEMAN
ROUTE: SR125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 29.69
SUFFICIENCY RATING: 57.0

IDENTIFICATION
N 35.34369 DEGREES
W 88.82033 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: OTHER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1991
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 20.0 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 28.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 30.8 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR 